
Parameterization Quick Guide 

MX4000 Safety
Light Curtains

Power off the system then turn the key switch to PGM,
power the system back on and after the system starts, press the FCN button 3 times.

Use the FCN button to cycle through the parameters

The blue and yellow LEDs will show each parameter’s 
configuration as in the table in the right.

The number of the selected 
parameter will be shown

 on the display

Parameters Reference Table

2

3

4

Hold the FCN button to maintain the current parameter 
selection, toggle the Key-Switch to change the configuration

Key-Switch (Toggle)

FCN Button (Hold)

FCN Button

1 Key-Switch

FCN Button

Flashing “P” will
be shown on
the display until 
the button is 
pressed 3 times.

Solid “P” will  be shown
on the display after the
button is pressed 
3 times, indicating the
system is ready to be 
programmed.

The light curtain 
will restart and 
start up with 
the new parameter(s) 
configuration.

1st Key Toggle

2nd Key Toggle

3rd Key Toggle

       Warning: Parameterization configuration 
might affect the detection capability and other 

safety features of the light curtain!  
Improper use can lead to serious injury or death, 
careful assesment is required before using these 
features. 
Please read the MX4000 Series Safety Light
Curtains user manual.
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Release the FCN button then turn the Key-Switch to RUN
    to save the configuration

In this quick guide the interlock functions,  parameter 
(2) is presented as an example to illustrate the 
configuration procedure.  

Note: Available parameters might vary according 
Light Curtain model .
when the last parameter is reached the cycle will 
continute from the first one. This allows the user to 
modify all desired parameters before saving.  
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